Material Safety Data Sheet
Section 1: Company Identification

	Product Identifier:                          5201D

	Product Use:                                  Diesel Additive

	Manufacturer’s/Supplier’s Name:      N.Y.E. sarl

	Address:                                        Kaline Center – Sin El Fil – Lebanon

	Phone Numbers:                            +961 1 482435-6

	Date MSDS Prepared:                     September 2008

	MSDS Prepared By:                         N.Y.E. sarl


Section II: Statement of Hazardous Nature

This product is proprietary and has a confidential formula. It contains no highly flammable, caustic or acidic ingredients. It should not be hazardous when used and handled under normal conditions.

Section III: Hazards Identification

	Health Rating:                Slight
	Skin Contact:       May cause irritation

	Flammability Rating:        Slight
	Eye Contact:        May cause irritation

	Reactivity Rating:            Slight
	Skin Absorption:  No information Available

	Contact Rating:              Slight
	Inhalation:            May cause irritation

	Storage Color:               Light Green (general)
	Ingestion:             Can cause stomach upset


Section IV: First Aid Measures

	Inhalation:      remove to fresh air. Give oxygen if breathing is difficult. Seek medical attention if the situation deteriorates

	Ingestion:       drink large amounts of water and seek medical attention if large quantities are swallowed

	Skin Contact: wash with plenty of water and seek medical attention if irritation persists

	Eye Contact:  wash thoroughly with plenty of running water. Seek medical attention if irritation persists


Section V: Fire Fighting Measures

	Flammable: not under normal conditions
	Flammable Conditions: contact with open flame

	Means of Extinction: Dry Chemical, Carbon Dioxide, Alcohol Foam

	Explosion: not explosive
	Auto-ignition Temperature: N/A

	Sensitivity to Impact: Not sensitive
	Static Electricity: Not sensitive

	Note: in the event of fire, please wear full protective clothing with self breathing apparatus and full face cover that operates under pressure.


Section VI: Accidental Release Measures

In case of spill or leak, ventilate the affected area. Wear protective equipment. Sweep and containerize for disposal. Vacuuming may be used.

Section VII: Handling and Storage
If received in bulk and not in the standard 20 liter containers, storage should be in closed dark containers preferably in the shades at ambient temperature. Transparent containers of any type are NOT recommended. Storing under direct sun light may cause the internal pressure to build up and burst the tank. Therefore, it is recommended to store in the shades. 

Storage containers should be well sealed since leakage to the atmosphere for several hours may cause the dosage proportion to change which may lead to decrease the additive efficiency.

Section VIII: Physical Properties
	Melting Point
	-85 °C

	Boiling point
	>120 °C

	Flash point
	65 °C

	Specific Gravity
	0.84 – 0.88

	Solubility in Diesel
	100% soluble

	Stability
	Highly stable


Section IX: Stability and Reactivity

Stability:   Chemically Stable

Reactivity: May react with paint

Volatility:  If subjected directly to the atmosphere for several hours, some ingredients will evaporate rendering the additive inefficient 

Section X: Special Considerations

	Store and ship in temperatures less than 45 °C

	Whatever quantity that cannot be used or recycled should be well stored and disposed of in the appropriate and approved manner. It should be treated as chemical wastes

	Always use gloves while handling. Do not inhale or ingest. Wash your hands thoroughly after handling


